
PRODUCT FEATURE

ELECTRICAL
•  120 - 277VAC universal voltage, 50 / 60Hz
•  120 / 277VAC dual voltage 50 / 60Hz
•  Charge 24 hours, discharge 100 minutes
•  Brownout protection for universal voltage
    input model
•  Trickle charge after battery fully charge
•  Overload / Short circuit protection
•  Test switch / Charge indicator light
•  RC version item available capable of running
    additional LED remote heads
•  Remote capability 3.6V 1.5max
•  High end fixture with self-testing &
    self-diagnostics and use LifePO4 battery

HOUSING
•  All components are injection modeld, color
    stable, high impact material
•  Polymeric enclosure that serves to contain
    electronic part have 5VA flammability rating
•  Black color optional
•  Friendly configuration design for quick
    installation
•  Fixture can be ceiling, wall mounted
•  Universal J-box mounting pattern

MOUNTING
•  Suitable for wall mounting, especially
    ceiling mounting
•  Top knocked for conduit applications

BATTERY
•  Ni-cad battery for Standard model
•  LiFePO4 battery for high end model

LAMP HEAD
•  Standard model LED lamp head DC 3.6, 1W,
    deliver 210lm from whole unit, CCT 5700K
•  HO model LED lamp head DC 3.6V, 1.8W,
    deliver 400lm from whole unit, CCT 5000K

WARRANTY
•  See Limited Warranty Policy for more
    additional information

REMOTE CAPABILITY
•  RC version item available capable of
    running additional LED remote heads.
•  Remote capability 3.6V 1.5W max for
    constant output remote head, remote
    capability 1W max.

CODE COMPLIANCE
•  UL and cUL listed and meet or exceed all
    requirement in NFPA 70, NFPA 101 life
    safety code, suitable for USA and
    Canada market
•  Suitable for 10°C - 40°C ambient
    temperature, suitable for damp location
•  Comply CEC title 20 for high end version
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M2 Series
LED Emergency Lighting

Project Name:

Type:

ORDER INFORMATION: EXAMPLE:  M2-D-HO-BLANK-CT-B

PRODUCT DIMENSION

The Power To Drive Innovations

LifePO4
Version

M2 - - - - -
MODEL INPUT VOLTAGE OPTIONS BATTERY TEST FACILITY HOUSING COLOR

M2 D

U

Dual voltage input 
(120/277VAC)

Universal input
(120-277VAC)

BLANK

RC

HO

Basic model

Remote capability

High lumen 
output

BLANK

LFP

Ni-cad battery

LifePO4 battery 
(for high end)

BLANK

CT

Manual test

Self-testing / Self-
diagnostics (for high 
end)

W

B

White

Black

RELATED PRODUCTS

M1 LED Emergency Lighting

M3 LED Emergency Lighting

M4 LED Emergency Lighting

M5 LED Emergency Lighting

M6 LED Emergency Lighting

https://magtechind.com/policies-terms/

https://magtechind.com/

https://magtechind
.com/

mailto:csupport@magtechind.com

https://magtechind.com/shop/standard-emergency-lighting-�xture/m1-series-led-emergency-lighting-standard/

https://magtechind.com/shop/standard-emergency-lighting-�xture/m3-series-led-emergency-lighting-standard/

https://magtechind.com/shop/standard-emergency-lighting-�xture/m4-series-led-emergency-lighting-standard/

https://magtechind.com/shop/standard-emergency-lighting-�xture/m5-series-led-emergency-lighting-standard/

https://magtechind.com/shop/standard-emergency-lighting-�xture/m6-series-led-emergency-lighting-standard/
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MODEL LIST AND ELECTRICAL RATING

M2 Series
LED Emergency Lighting

Project Name:

Type:
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NOTES
M2-RC two batteries in parallel, M2-HO two batteries in series.
M2U-LFP-CT: compliant CEC title 20 efficiency regulations, Circle BC.
3.6V1.5W remote capability for normal remote head, for constant output remote head, remote capability 1W max.

MODEL /  FEATURE M2D M2U M2U-LFP-CT

Brownout transfer n/a ✓ ✓
Battery low voltage 
disconnect ✓ ✓ ✓

Overload 
disconnect n/a n/a ✓

Short circuit load 
disconnect n/a n/a ✓

Solid state transfer ✓ ✓ ✓

CIRCUIT FEATURE REMOTE HEAD

EXH-701-LO *2pcs
•  Single remote head, 3.6V 0.75
    delivers 70lm per unit
•  Operation temperature range
    10°C... + 40° suitable for damp
    location
•  UL, cUL listed

WEXH-900L-1W *1pc
•  Single remote heads,
    DC3-12V input, 1W constant
    power, delivers 110lm.
•  Operation temperature range
    -25°C…+50°C suitable for
    wet location.
•  UL, cUL listed.

EXH-702-LO *1pc
•  Dual remote heads, 3.6V 1.5W
•  Deliver 140lm per unit
Operation temperature range
    10°C... + 40° suitable for damp location
•  UL, cUL listed

MODEL                TEST FACILITY BATTERY RECHARGE TIME EMERGENCY 
DURATION

INPUT OUTPUT

VAC Hz mA W LAMP HEAD LUMINOUS 
OUTOUT

REMOTE 
CAPABILITY

M2D Manual test Ni-cad battery HT 3.6V 1000mA 24 hours 90 minutes
120/277

50/60 50/60 85 0.8 1W *2PCS 210lm N/A

M2D-RC Manual test Ni-cad battery HT 3.6V 1000mA 2pcs 24 hours 90 minutes
120/277

50/60 50/60 110 1.0 1W *2PCS 210lm 3.6 1.5W max

M2D-HO Manual test Ni-cad battery HT 3.6V 1000mA 2pcs 24 hours 90 minutes
120/277

50/60 50/60 85 1.0 1.8W *2PCS 360lm N/A

M2U Manual test Ni-cad battery HT 3.6V 1000mA 24 hours 90 minutes
120/277

50/60 50/60 20 1.5 1W *2PCS 210lm N/A

M2U-RC Manual test Ni-cad battery HT 3.6V 1000mA 2pcs 24 hours 90 minutes
120/277

50/60 50/60 25 2.0 1W *2PCS 210lm 3.6 1.5W max

M2U-HO Manual test Ni-cad battery HT 3.6V 1000mA 2pcs 24 hours 90 minutes
120/277

50/60 50/60 35 2.5 1.8W *2PCS 360lm N/A

M2U-LFP-CT*
Self-testing / Self-

diagnostic (CT)
LifePO4 battery 3.2V1500mAh 24 hours 90 minutes

120/277
50/60 50/60 40 3.3 1W *2PCS

Constant 

250lm
N/A
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PHOTOMETRIC - Wall mounting height 7.5ft / 10ft

PHOTOMETRIC - Ceiling mounting, mounting height 10ft

Compliant NFPA 101 requires 1.0 foots candle average and 0.1 
foot candle minimum with a 40:1 maximum/ minimum ratio.

Compliant NFPA 101 requires 1.0 foots candle average and 0.1 
foot candle minimum with a 40:1 maximum/ minimum ratio.
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The Power To Drive Innovations

PACKAGING

MODEL          : M2D(U)
Q’TY          : 12 PCS
N.W          : 5.3 KGS
G.W          : 7.4 KGS
MEA’S          : 1.59 CUFT 
 

MODEL LUMEN OUTPUT
MOUNTING 

SPACING 
DISTANCE

M2 220lm 24ft
M2-HO 400lm 43ft

MODEL LUMEN 
OUTPUT

SPACING 
DISTANCE WALL 

MOUNT 7.5FT 
HEIGHT

SPACING 
DISTANCE WALL 

MOUNT 10FT 
HEIGHT

M2 240lm 25ft 24ft
M2-HO 400lm 45ft 43ft
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