
PRODUCT FEATURE

•  Available in Constant Current or Constant Voltage
•  Compatible with 1 - 10V Dimming Controller (DC)
•  Protection: OCP, SCP, OVP, OTP (limit-C) - Auto Recovery
•  Suitable for Dry, Damp locations, meet IP66
•  Convection Cooled in plastic housing
•  5 Year Warranty (Life @ Tc: 80°C 40,000 hours)

MAGTECH INDUSTRIES CORP. reserves the right to change specifications, drawings, dimensions without prior notice.
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ANZ393

LH1046 Series
AC to DC LED Power Supply
33 - 55Watts

Project Name:

Type:

The Power To Drive Innovations

SPECIFICATIONS

APPLICATIONS
UL8750 Class 2, cUL (Type HL, TL) FCC B,
CE (EN55015, EN61547, EN61347-2-13, EN61000-3-2 Class C)

WARRANTY
•  See Limited Warranty Policy for more additional information.

MODEL SELECTION

MODEL INFORMATION

MECHANICAL DRAWING

Note 1: We can provide any fixed output current or voltage 700 - 1500mA or 28 - 60V to meet customers requirements.
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Single DC Output, 55 Watts Max.
Voltage Output, 42 = 42V, 60 = 60V
(Optional or Blank) Constant Current Output,
C1500 = 1500mAm, ***, C700 = 700mA
(Optional or Blank) Constant Current Dimming function.
(Gray/ d-, Purple/ D+, Yellow/ 12VDC/ 20mA)
1 - 10VDC (10 - 100%)
Resistor (10K - 100KΩ, 10 - 100%)
10V PWM Signal (200 - 5kHz)

CASE DIMENSION :
WEIGHT :

95 x 70  x 32mm (L x W x H)
385g typical

AC INPUT RANGE  : 200 – 380VAC/ 0.4 – 0.2A/ 50/ 60Hz PF > 0.92, THD <15% : Input 230 – 277VAC, Load >60%

INPUT INRUSH CURRENT  : <10A/ 230VAC, <20A/ 347VAC at cold start PF > 0.90, THD <15% : Input 347VAC, Load > 70%

LEAKAGE CURRENT : <0.75mA/ 347VAC, Surge Immunity: 4KV EFFICIENCY : > 88% at 347VAC full load

TURN ON DELAY TIME : < 0.5 Sec. at 220VAC LOAD REGULATION : ±5%, dc Output Ripple/ Noise: 10%

OPERATION TEMP. : -40°C - +50°C, Tc: 90°C MTBF(@50°C) : 50,000 HOURS, MIL-HDBK-217F

STORAGE TEMP. : -40°c - +85°C

MODEL
CONSTANT VOLTAGE MODE CONSTANT CURRENT MODE

MAX WATTS (UL 
SAFETY)FIXED OUTPUT 

VOLTAGE RANGE
OUTPUT CURRENT

RANGE
FIXED OUTPUT 

VOLTAGE RANGE
OUTPUT CURRENT

RANGE

LH1046-42 28 – 42V 150 – 1500mA 1000 – 1500mA 21 – 42V 55W (cUL – Class 2)

LH1046-60 38 – 60V 100 – 1000mA 700 – 1000mA 30 – 56V 55W (cUL – Class 2)
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