
PRODUCT FEATURE

ELECTRICAL
•  Rated 3 - 12VDC input, 0.75W for single head,
    1.5W for double heads.
•  Rated 3 - 12VDC input, 1W for single head,
    2W for double heads.

MOUNTING
•  Suitable for wall mount and ceiling mount
•  Suitable for use in -25°C -50°C ambient 
temperature, suitable for wet location.

LISTING
•  UL and cUL listed and meets or exceed all 
reirement in NFPA 70, NFPA 101 life safety code, 
suitable for US and Canada market.

CONFIGURATION
•  Polycarbonate lamp housing and cover
•  Aluminum mounting canopy
•  Fully adjustable round shape light heads.
•  Single head and Dual heads - Optional

WARRANTY
•  See Limited Warranty Policy for more
    additional information

RELATED PRODUCTS

WEXH-900L/ 910L LED Remote head

EXL-660 Emergency Light

EXL-700 Emergency Light

EXL-1960 Emergency Light

ORDER INFORMATION: EXAMPLE:  WEXH-810L-2W-B

MODEL LIST AND RATING

WEXH-800L WEXH-810L
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WEXH-800L/ 810L Series
LED Emergency Light
Wireless Reporting Compatible

Project Name:

Type:

The Power To Drive Innovations

WEXH - - -

MODEL LAMP HEAD LED LAMP COLOR

WEXH 800L

810L

Single head

Dual head

1W

0.75W

1.5W

2W

Single head, 1W load

Single head, 0.75W load

Dual head, 2W load

Dual head, 1.5W load

W

B

G

White

Black

Gray

MODEL LIST LAMP HEAD INPUT VOLTAGE INOUT POWER LUMEN OUTPUT

WEXH-810L-2W Dual head DC 3-12V 2W 200lm

WEXH-810L-1.5W Dual head DC 3-12V 1.5W 150lm

WEXH-800L-1W Single head DC 3-12V 1W 100lm

WEXH-800L-0.75W Single head DC 3-12V 0.75W 75lm

https://magtechind.com/policies-terms/

https://magtechind.com/

https://magtechind
.com/

mailto:csupport@magtechind.com

https://magtechind.com/shop/emergency-lighting-�xture/led-remote-head-wexh-900l-910l/

https://magtechind.com/shop/emergency-lighting-�xture/exl660l/

https://magtechind.com/shop/emergency-lighting-�xture/exl-1960/

https://magtechind.com/shop/emergency-lighting-�xture/exl-700/



PRODUCT DIMENSION

WEXH-800 WEXH-810
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NFPA 101 requires 1.0 fioot-candle average and 0.1 foot-candle minimum with a 40:1 maximum/ minimum ratio. 
The corridor used is 100 feet long, 10 feet ceiling with a 6 feet walkway and 6 & 3 feet path of egress for calcula-
tion. The reflectanmce are 80% ceiling, 50% walls and 20% floors. The fixture mounting height is 7.5 feet/ 10ft.

MODEL LIST
SPACING DISTANCE

7.5FT HEIGHT 7.5FT HEIGHT 10FT HEIGHT 10FT HEIGHT
3FT HEIGHT 6FT HEIGHT 3FT HEIGHT 6FT HEIGHT

WEXH-810L-2W 32ft 27ft 27ft 25ft

WEXH-810L-1.5W 25ft 22ft 22ft 19ft

WEXH-800L-1W 15ft 12ft 12ft 10ft

WEXH-800L-0.75W 13ft 10ft 10ft 9ft
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